
HiE-S390VG HiE-S395VG HiE-S400VG
HiE-S405VG HiE-S410VG



(HiE-S____VG)

390 395 400 405 410

W 390 395 400 405 410

V 46.3 46.3 46.4 46.5 46.6

A 10.87 10.92 10.97 11.02 11.07

V 38.5 38.5 38.6 38.7 38.8

A 10.13 10.26 10.36 10.47 10.57

% 19.9 20.2 20.4 20.7 20.9

- PERC Mono-Crystalline Silicon Shingled

V 1,500

%/°C -0.34

%/°C -0.27

%/°C 0.04

*All data at STC (Standard Test Conditions). Above data may be changed without prior notice.
*Tolerance of Pmax: 0~+5W

*Performance deviation of Voc [V], Isc [A], Vm [V] and Im [A]: ±3%.

Incid. Irrad = 1,000W/m2

Incid. Irrad = 800W/m2

Incid. Irrad = 600W/m2

Incid. Irrad = 400W/m2

Incid. Irrad = 200W/m2

Current [A]

Incid. Irrad = 1,000W/m2

       Operating Cell Temp = 0°C
       Operating Cell Temp = 20°C
       Operating Cell Temp = 40°C
       Operating Cell Temp = 60°C
       Operating Cell Temp = 80°C

Current [A]

Cell temperature : 25°C 

AM1.5  1000W/m2

42.3 ± 2°C

-40 ~ 85°C

DC 1,500 / 1,000 (IEC)

20A

Front 5,400 Pa
Rear 2,400 Pa

1,719 × 1,140 × 35mm (L × W × H)

22kg

340 cells, PERC Mono-crystaline Shingled (166 × 166mm)

Length 1,500mm, 1×4mm² Stäubli : MC4-Evo2

Rated current : 20A, IP67, TUV&UL

Front Glass : White toughened safety glass, 3.2mm
Encapsulation : EVA (Ethylene-Vinyl-Acetate)

Anodized aluminum 


